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1
ELECTRONIC DEVICE

FIELD

Embodiments described herein relate generally to an elec-
tronic device.

BACKGROUND

Conventionally, there is known an electronic device having
a deformable flexible display.

In this kind of an electronic device, for example, it is
desirable to be able to support the flexible display with a
simpler structure.

BRIEF DESCRIPTION OF THE DRAWINGS

A general architecture that implements the various features
of the invention will now be described with reference to the
drawings. The drawings and the associated descriptions are
provided to illustrate embodiments of the invention and not to
limit the scope of the invention.

FIG. 1 is an exemplary perspective view of an electronic
device according to a first embodiment;

FIG. 2 is an exemplary perspective view of one example of
the electronic device in a state in which a first member is
removed, in the first embodiment;

FIG. 3 is an exemplary perspective view (a partial cross-
sectional view) of near a coupling portion of one example of
the electronic device in the first embodiment;

FIG. 4 is an exemplary enlarged view of a portion IV in
FIG. 3 in the first embodiment;

FIG. 5 is an exemplary perspective view of one example of
an electronic device in a state in which a first member is
removed, according to a second embodiment;

FIG. 6 is an exemplary enlarged view of a portion VI in
FIG. 5 in the second embodiment;

FIG. 7 is an exemplary enlarged view of a portion VII in
FIG. 5 in the second embodiment;

FIG. 8 is an exemplary perspective view (a partial cross-
sectional view) of near a coupling portion of one example of
an electronic device according to a third embodiment;

FIG. 9 is an exemplary perspective view of one example of
an electronic device according to a fourth embodiment;

FIG. 10 is an exemplary cross-sectional view of one
example of an electronic device according to a fifth embodi-
ment;

FIG. 11 is an exemplary plan view of an engagement por-
tion of one example of an electronic device according to a first
modification;

FIG. 12 is an exemplary plan view of an engagement por-
tion of one example of an electronic device according to a
second modification; and

FIG. 13 is an exemplary perspective view of an opening
portion of one example of an electronic device according to a
third modification.

DETAILED DESCRIPTION

Generally, an electronic device according to one embodi-
ment comprises a bendable display device, an electronic com-
ponent, a first member, and a second member. The bendable
display device comprises an edge portion, a first face on
which an image is visible, and a second face opposite the first
face. The first member is configured to support the edge
portion from a side of the first face, and to be separated from
a center of the display device toward one side in a direction
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perpendicular to a thickness direction of the display device.
The second member is configured to support the edge portion
from a side of the second face, to be coupled with the first
member, and to configure at least a portion of an enclosure
containing the electric component together with the first
member.

Embodiments will now be explained with reference to the
drawings. The same elements are included in the exemplary
embodiments and modifications. Therefore, in the explana-
tion below, the same sign is assigned to the same element, and
a redundant explanation thereof is omitted hereunder.

Explained in the embodiments and modifications is an
example in which the electronic device is configured as a
personal computer, but the electronic device according to the
embodiment is not limited to a personal computer. The elec-
tronic device according to the embodiment may be a config-
ured as various types of electronic device such as smartphone,
a smartbook, a mobile telephone, a personal digital assistant
(PDA), an electronic dictionary device, an electronic book
device, a video display device, a monitor device, and a video
phone, on which a bendable display (a flexible display, as an
example) can be mounted.

First Embodiment

In a first embodiment, as an example, as illustrated in FI1G.
1, an electronic device 1 comprises a housing 3 and a display
unit 4 (display device, display module, display apparatus,
panel, display component). The display unit 4 has a thin
sheet-like or plate-like shape, and is what is called a bendable
flexible display (sheet display). In the first embodiment, the
display unit 4 deforms elastically. In other words, the display
unit 4 to which an external force is applied deforms (bows,
warps) in the thickness direction of the display unit 4 corre-
spondingly to the external force. Once the external force is
removed, the display unit 4 returns to the original shape
extending in planer directions. The display unit 4 has a dis-
play area 4c¢, and edge portions 44 positioned offset from the
display area 4¢. The housing 3 supports the edge portion 44 of
the display unit 4. The housing 3 is positioned opposite the
center C of the display unit 4. In other words, the housing 3 is
separated from the center C of the display unit 4 toward one
side in a direction perpendicular to the thickness direction of
the display unit 4 (in the first embodiment, a direction along
an edge portion 442, as an example). The housing 3 supports
the edge portion 4d of the display unit 4 in a configuration in
which the display area 4¢ of the display unit 4 protrudes from
the housing 3. The electronic device 1 is a tablet type personal
computer, as an example, having the display unit 4 bendable
with respect to the housing 3.

In the first embodiment, as an example, as illustrated in
FIGS. 1to 3, the housing 3 has an appearance of a rectangular
shape (in the first embodiment, an oblong shape, as an
example) in the front view and the rear view. The housing 3
has a flat parallelepiped shape that is thin in the front and back
direction (in the thickness direction of the housing 3). The
housing 3 has a face 3a (a frontal face, a front face, a face, a
face portion) and a face 35 (a back face, a rear face, a behind
face, a face portion) positioned opposite the face 3a. The face
34 and the face 35 both intersect with the thickness direction.
The face 3a and the face 36 are approximately in parallel. The
housing 3 has four edge portions 3¢ to 3f'(side portions, end
portions) and four corner portions 3g to 35 (pointed portions,
curved portions, end portions) in the front view. The edge
portions 3¢ and 3e are examples of a long side. The edge
portions 34 and 3f are examples of a short side. The housing
3 also has four faces 3p (side faces, extending faces, face
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portions) each extending between the face 3a and the face 35.
The faces 3a and 34 intersect (in the first embodiment, inter-
sect perpendicularly, as an example) with each of the faces 3p.
These faces 3p do not necessarily need to be distinguished
from each other via a pointed corner or the like, and may be
connected smoothly via a curved portion.

The housing 3 has a wall portion 3% (a part, a plate, a front
wall portion, a frontal wall portion, a top wall portion) posi-
tioned on the front side, and a wall portion 3m (a part, a plate,
arear wall portion, a back wall portion, a bottom wall portion,
see F1G. 3) positioned on the rear side. The wall portion 3k has
the face 3a. The wall portion 3m has the face 35. The wall
portions 3%k and 3m both have a rectangular shape (in the first
embodiment, an oblong shape, as an example). The wall
portions 3% and 3m both have a plate-like shape. The housing
3 has four wall portions 3n (parts, plates, side wall portions,
end wall portions, standing wall portions, bridging portions)
each extending between the wall portion 3% and the wall
portion 3m. Each of the wall portions 3# has corresponding
one of the faces 3p. The wall portions 3z intersect (in the first
embodiment, intersect perpendicularly, as an example) with
the wall portions 3% and 3m. The wall portions 3% and 3m and
the wall portions 37z do not necessarily need to be distin-
guished from each other via a pointed corner or the like, and
may be connected smoothly via a curved portion. The cross
section ofthe wall portion 3%, the wall portion 3m and the wall
portion 3z may form a continuous arc.

In the first embodiment, as an example, the housing 3 is
configured as a combination of a plurality of members 31 and
32 (a housing member, parts, divided portions). The housing
3 comprises, as an example, the first member 31 (a first
portion, a front side member, a plate, a cover) at least having
the wall portion 3%, and the second member 32 (a second
portion, a rear side member, a base, a bottom, a plate, a cover)
at least having the wall portion 3m. Each of the wall portions
3n is included in at least one of the first member 31 and the
second member 32 (for example, the first member 31). The
first member 31 and the second member 32 comprising the
housing 3 may be made of a synthetic resin material (e.g.,
plastic, engineering plastic) or a metallic material (e.g., alu-
minum alloy, magnesium alloy, stainless steel), for example.

In the first embodiment, as an example, the display unit 4
has an appearance of a rectangular shape (in the first embodi-
ment, an oblong shape, as an example) in the front view. The
display unit 4 has a face 4a (a front face, a frontal face, a upper
face, a surface, a display face, a display screen, the first face)
from which images are visible, and a face 45 (a rear face, a
back face, a bottom face, a behind face, the second face, see
FIG. 4) positioned opposite the face 4a. The face 4q has the
display area 4¢. The display unit 4 also has four edge portions
441 to 4d4 (side portions, edge portions, see FIG. 2) and four
corner portions 4g to 4/ (pointed portions, curved portions,
end portions) in the front view. The edge portions 441 and 443
are examples of a long side. The edge portions 442 and 4d4
are examples of a short side. The edge portions 44 (four the
edge portions 4d1 to 444) are positioned outside of the display
area 4¢ having a rectangular shape (in the first embodiment,
an oblong shape, as an example). In other words, the edge
portions 44 are configured as a rectangular frame-like shape.
The display unit 4 is elastic, flexible, bendable, and thin, and
is sheet-like (film-like), as an example. The display unit 4 is a
flexible display such as an organic electroluminescent display
(OELD), as an example.

In the first embodiment, as an example, the display unit 4
comprises a display 5. The display unit 4 is configured as an
in-cell touch panel in which a touch panel is built into the
display 5. An operator (user) can make an input operation by
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touching, pressing, or rubbing the face 4a of the display unit
4 (the display 5) with a hand, a finger, a stylus, or the like, or
moving a hand, a finger, a stylus, or the like near the face 4a.
The display unit 4 may comprise a transparent touch panel
that covers the face 4a.

In the first embodiment, as an example, as illustrated in
FIG. 4, the display unit 4 comprises a reinforcing member 2
covering a face 56 of the display 5 (a rear face, a back face, a
behind face, the face opposite the face 4a). The reinforcing
member 2 is elastic, flexible, bendable, thin, and sheet-like
(film-like), as an example. The reinforcing member 2 may be
made of a synthetic resin material (e.g., plastic, engineering
plastic) or the like. By changing the thickness, the material, or
the like of the reinforcing member 2, the elasticity of the
display unit 4 can be adjusted as appropriate. In the first
embodiment, as an example, the thickness of the reinforcing
member 2 is larger (thicker) than that of the display 5. The
reinforcing member 2 may have, for example, a thickness
twice of that of the display 5. The reinforcing member 2 may
be adhered to the face 56 of the display 5 using a double-sided
adhesive tape or an adhesive agent, for example. The display
5 and the reinforcing member 2 are examples of the display
unit 4.

Inthe first embodiment, as an example, the edge portion 4d
of the display unit 4 is supported by the housing 3. Specifi-
cally, among the edge portions 44 of the display unit 4, the
edge portion 443 that is one of the long sides is supported by
the first member 31 and the second member 32. The first
member 31 supports the edge portion 443 on the side of the
face 4a (the first face). The second member 32 supports the
edge portion 443 on the side of the face 45 (the second face).
The display unit 4 may be supported by the housing 3 by
allowing the edge portion 443 to be sandwiched between the
first member 31 and the second member 32, as an example.

In the first embodiment, as an example, the housing 3
comprises a first portion 3A and a second portion 3B. The first
portion 3A is positioned along the edge portion 3¢ of the
housing 3, and extends in a thin and long shape between an
edge portion 3d and the edge portion 3f. The second portion
3Bis aportion having a rectangular shape (in the first embodi-
ment, an oblong shape, as an example) positioned offset from
the first portion 3 A in the plan view (in the line of sight along
the thickness direction). The thickness of the second portion
3Bis larger (thicker) than that of the first portion 3A. The edge
portion 443 of the display unit 4 is sandwiched (is supported)
by the first portion 3A. An enclosure S (a chamber, a space,
see FIG. 3) surrounded by the wall portions 3%, 3m, and 3n
(the first member 31 and the second member 32) is provided
to the second portion 3B. In the first embodiment, as an
example, the wall portion 3m is made flat. The second portion
3B is provided by interspacing a part of the wall portion 3k
from the wall portion 3m via a stepped portion 3C in the
thickness direction. In this manner, in the first embodiment,
the second portion 3B is achieved by allowing the wall por-
tion 3% to be projected. Therefore, according to the first
embodiment, compared with when the second portion 3B is
achieved by allowing the wall portion 3m as well as the wall
portion 3% to be projected, the size of the setting face of the
wall portion 3m tends to be increased. Therefore, as an
example, when the setting face of the wall portion 3m is
placed on a setting portion not illustrated, the electronic
device 1 can be placed in a more stable manner.

In the first embodiment, as an example, electric compo-
nents 10 are contained in the enclosure S (see FIG. 3).
Examples of the electric component 10 include, as illustrated
in FIG. 2, a circuit board 6, connector portions 7 and 11, a
main board 8, a battery 9, various modules, an optical disk
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drive (ODD) a hard disk drive (HDD), a solid state drive
(SSD), an antenna, a camera module, a speaker unit, a con-
nector unit, an operating unit (switch), and a sensor unit.
However, the electric component 10 is not limited thereto.

In the first embodiment, as an example, implemented on a
board assembly comprising the main board 8 (circuit board)
in the enclosure S are a plurality of components (elements,
electronic components, electric components, not illustrated)
such as a central processing unit (CPU). Electronic compo-
nents (heating elements) that generate a large amount of heat
may be provided with a cooling mechanism (a heat radiating
portion, a heat receiving portion, not illustrated). The boards,
the components, or the like make up at least a portion of a
controlling circuit (not illustrated). The controlling circuit
may comprise a video signal processing circuit, a tuner unit,
ahigh-definition multimedia interface (HDMI) signal proces-
sor, an audio video (AV) input terminal, a remote controller
signal receiver, a controller, a selector, an on-screen display, a
storage unit (e.g., a read only memory (ROM), a random
access memory (RAM), a hard disk drive (HDD)), and an
audio signal processing circuit. The controlling circuit con-
trols video outputs (e.g., moving images or still images) from
the face 4a of the display unit 4, sound outputs from a speaker
(not illustrated), and light emissions from a light emitting
diode (LED) (not illustrated). The display unit 4, the speaker,
the LED, and the like are examples of an output module.

In the first embodiment, as an example, the circuit board 6
is electrically connected to the display unit 4 via the connector
portion 7. The main board 8 is electrically connected to the
circuit board 6 via the connector portion 11. In the first
embodiment, as an example, the connector portions 7 and 11
are both elastic, flexible, bendable, thin, sheet-like (film-like),
and band-like, as an example. Each of the connector portions
7 and 11 may be configured as a flexible printed circuit (FPC),
as an example. When each of the connector portions 7 and 11
is an FPC, the connector portions 7 and 11 have elasticity. In
other words, the connector portions 7 and 11 can deform
elastically (bend elastically). A plurality of parallel conduc-
tive portions (wiring portions, conductor pattern) are pro-
vided internal to the connector portions 7 and 11. The con-
ductive portions are covered by an insulating layer. The
connector portion 7 may be coupled (connected, fixed) to the
circuit board 6 by soldering, welding, or the like. The con-
nector portion 7 may be coupled (connected, fixed) to the
display unit 4 by thermal compression bonding, soldering, or
the like. The connector portion 7 is provided in plurality (in
the first embodiment, four, as an example) with a spacing
therebetween along a direction of the edge portion 443 of the
display unit 4. The connector portion 7 is fixed to the first
member 31 viathe circuit board 6, and is positioned inside the
enclosure S without being brought into contact with the first
member 31 or the second member 32. The connector portion
11 may be coupled (connected, fixed) to each of the circuit
board 6 and the main board 8 via connectors or the like, for
example. The connector portion 11 is fixed to the first member
31 via the circuit board 6 or the main board 8, and positioned
inside of the enclosure S without being brought into contact
with the first member 31 or the second member 32.

In the first embodiment, as an example, the first member 31
and the second member 32 configuring the housing 3 are
coupled by a coupling portion 20. As an example, the first
member 31 is provided with a recessed portion 31a (opening
portion, see FIG. 3), and a recessed portion 315 (opening
portion) is provided at the bottom of the recessed portion 31a.
The recessed portions 31a and 315 are recessed toward the
opposite side of the second member 32. In other words, the
recessed portions 31a and 315 open toward the second mem-
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ber 32. A coupling member 21 provided with a female
threaded hole 21a is inserted into (press-fitted into, engaged
with) the recessed portions 31a and 315 and fixed. The second
member 32 is provided with a recessed portion 32a (an open-
ing), and a through hole 325 (an opening portion) is provided
on the bottom of the recessed portion 32a. A head portion 22a
of a coupler 22 (in the first embodiment, a screw, as an
example) is engaged with the recessed portion 32a, and a neck
22b of the coupler 22 is passed through the through hole 325,
and is coupled with the female threaded hole 21a in the
coupling member 21. In this manner, the first member 31 and
the second member 32 are coupled together. In the first
embodiment, as an example, the coupling portions 20 are
provided at six positions total including those at four corners
of'the housing 3 (corner portions 3g to 3f), and at the center of
the edge portion 3¢ and the center of the edge portion 3e, as
illustrated in FIG. 2. The three coupling portions 20 provided
on the side of the edge portion 3¢ of the housing 3 are all
positioned between the edge portion 443 of the display unit 4
and the circuit board 6. The coupling portion 20 positioned at
the center of the edge portion 3¢ are positioned between the
two connector portions 7 that are adjacent to each other. The
coupling members 21 and the couplers 22 are examples of the
coupling portion 20. The coupling portion 20 may have a clip
or a rivet, for example, other than a screw. The coupling
portion 20 may have a structure with a recess and a protrusion
that can be engaged with each other (e.g., protruded or
recessed circumferential edges), or to be coupled to each
other by adhesion, welding, or the like.

In the first embodiment, as an example, elastic members
30A and 30B (cushioning members, buffering members) are
positioned between the housing 3 (the first portion 3A of the
housing 3) and the display unit 4 (the edge portion 443 of the
display unit 4), as illustrated in FIG. 4. In the first embodi-
ment, as an example, the electronic device 1 comprises the
elastic member 30A positioned between the first member 31
and the face 4a, and the elastic member 30B positioned
between the second member 32 and the face 4b. The elastic
members 30A and 30B have a thin, long, and sheet-like rect-
angular shape, as an example. The elastic members 30A and
30B may be made of a cushioning material such as sponge or
elastomer, as an example. The elastic member 30A thatis held
in contact with the face 4a is nipped between the first member
31 and the display unit 4, in a manner elastically compressed
between the first member 31 and the display unit 4. The elastic
member 30B that is held in contact with the face 44 is nipped
between the second member 32 and the display unit 4, in a
manner elastically compressed between the second member
32 and the display unit 4.

As described above, in the first embodiment, as an
example, the electronic device 1 has the display unit 4 that is
thin, light, and bendable, and the edge portion 4d3 of the
display unit 4 is supported by the housing 3. Therefore,
according to the first embodiment, as an example, the display
unit 4 can be supported by a simple structure with the first
member 31 and the second member 32 of the housing 3.
Furthermore, as an example, the electronic device 1 can be
reduced in weight, compared with when the display unit 4
(display device) is configured as a panel such as a liquid
crystal display. Furthermore, the housing 3 can be reduced in
size compared with a structure in which the housing 3 covers
the display unit 4 entirely. Therefore, as an example, the
electronic device 1 can be reduced in weight. Furthermore, as
an example, compared with when the display unit 4 is con-
figured as a hard panel such as a liquid crystal display, dam-
ages of the display unit 4 or an object brought into contact
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with the display unit 4 can be suppressed. Furthermore, as an
example, the electronic device 1 can be placed in abent space.

In the first embodiment, as an example, the electric com-
ponents 10 such as the circuit board 6 and the connector
portion 7 are contained in the enclosure S positioned offset on
the side of the display unit 4 (outside of the edge portion 4d3).
Therefore, according to the first embodiment, as an example,
the thickness of the electronic device 1 can be reduced com-
pared with a structure in which the housing 3 covers the
display unit 4 entirely and the electric components 10 are
housed on the side of the face 45 (rear side) of the display unit
4.

In the first embodiment, as an example, the coupling por-
tions 20 are arranged between the edge portion 4d3 of the
display unit 4 and the circuit board 6. In other words, accord-
ing to the first embodiment, as an example, the coupling
portions 20 can be easily positioned near the edge portion 3¢,
not the edge portion 3e, of the housing 3 facing the edge
portion 4d43. Therefore, as an example, the edge portion 443
of'the display unit 4 can be supported more firmly by the first
member 31 and the second member 32. Furthermore, as an
example, formation of a clearance (a gap) between the first
member 31, the second member 32, and the display unit 4 (the
face 4a and the face 4b of the display unit 4) can be sup-
pressed.

In the first embodiment, as an example, the coupling por-
tion 20 is arranged between the two connector portions 7.
Therefore, according to the first embodiment, as an example,
the connector portion 7 and the coupling portion 20 can be
arranged more efficiently. In other words, according to the
first embodiment, as an example, the first member 31 and the
second member 32 can be coupled more firmly, and enabled
to support the display unit 4 more firmly.

In the first embodiment, as an example, the elastic mem-
bers 30A and 30B are provided between the first member 31
and the face 4a (the first face) and between the second mem-
ber 32 and the face 45 (the second face). Therefore, according
to the first embodiment, as an example, a buffering effect can
be achieved between the housing 3 (the first member 31 and
the second member 32 of the housing 3) and the display unit
4 (the face 4a and the face 45 of the display unit 4). Further-
more, as an example, formation of a clearance (a gap)
between the first member 31 and the face 4a and between the
second member 32 and the face 46 can be suppressed.

In the first embodiment, as an example, the electronic
device 1 is provided with the elastic member 30A positioned
between the first member 31 and the face 4a, and the elastic
member 30B positioned between the second member 32 and
the face 45, but may be provided with only one of these elastic
members.

Second Embodiment

An electronic device 1A according to a second embodi-
ment illustrated in FIGS. 5 to 7 has a structure similar to that
according to the first embodiment. Therefore, according to
the second embodiment, such a similar structure enables the
same results (advantageous effects) to be achieved as those in
the first embodiment.

In the second embodiment, however, as an example,
engagement portions 50A and 50B are provided to the edge
portion 443 of the display unit 4, as illustrated in FIG. 5.
Specifically, the engagement portion 50A has a first portion
53 and a second portion 54, as illustrated in FIG. 6. The first
portion 53 protrudes from the edge portion 443 to the opposite
side of the center C of the display unit 4. The second portion
54 is connected to the first portion 53 via a bent portion 55,
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and extends from the tip of the first portion 53 along the edge
portion 4d3. The engagement portion 50A has an appearance
of'an approximate L-shape formed by the first portion 53 and
the second portion 54. Furthermore, a space 51 (a recessed
portion, a cutout, an opening portion) surrounded by the edge
portion 443, the first portion 53, and the second portion 54 are
provided between the engagement portion 50A and the dis-
play unit 4. The second member 32 has a protrusion 52 (a
projection, a rib). The protrusion 52 protrudes from the wall
portion 3m of the second member 32 toward the wall portion
3% of the first member 31 in the thickness direction of the
housing 3 (in the thickness direction of the display unit 4).
The protrusion 52 penetrates through the space 51 in the
thickness direction of the housing 3. Because the engagement
portion 50A engages with the protrusion 52, disengagement
of the display unit 4 from the housing 3 can be suppressed.

The engagement portion 50B has a protruding portion 56 (a
projection) and an opening portion 57 (a through hole), as
illustrated in FIG. 7. The protruding portion 56 protrudes
from the edge portion 443 toward the opposite side of the
center C of the display unit 4 in a shape of a hemisphere (an
arch). The opening portion 57 is positioned at the center of the
protruding portion 56 or positioned slightly decentered from
the center toward the base end (toward the edge portion 4d3),
and penetrates through the protruding portion 56 in the thick-
ness direction of the protruding portion 56 (the thickness
direction of the display unit 4, the thickness direction of the
housing 3). Furthermore, in the second embodiment, as an
example, at least a coupler 22, among the coupling portions
20, is passed through the opening portion 57. In other words,
the coupler 22 (the neck 225 of the coupler 22) is passed
through the through hole 326 on the second member 32 and
the opening portion 57 of the engagement portion 50B, and is
coupled with the female threaded hole 21a of the coupling
member 21. In this manner, the first member 31 and the
second member 32 are coupled together. Therefore, because
the engagement portion 50B engages with the coupling por-
tion 20, disengagement of the display unit 4 from the housing
3 is suppressed. The engagement portions S0A and 50B may
be provided to the reinforcing member 2 of the display unit 4,
as an example.

As described above, in the second embodiment, the display
unit 4 is provided with the engagement portions S0A and 50B
that engage with the housing 3. Therefore, according to the
second embodiment, as an example, movement of the display
unit 4 in a direction in which the display unit 4 is disengaged
from the housing 3 (in a direction in which the edge portion
442 move from the corner portion 4i toward the corner portion
4/ of the edge portion 442, the Y direction illustrated in FIG.
5) is suppressed. Furthermore, as an example, suppressed is
an application of an external force (load) communicated to
the connector portion 7 when the display unit 4 is folded, or
pulled in the direction being disengaged from the housing 3
(in the Y direction in FIG. 5).

In the second embodiment, as an example, the display unit
4 has the engagement portions 50A and the engagement por-
tions 50B, but the display unit 4 may also has only one of
these types of engagement portions. Furthermore, in the sec-
ond embodiment, as an example, the engagement portion
50A engages with the second member 31, but may engage
with the first member 32.

Third Embodiment

An electronic device 1B according to a third embodiment
illustrated in FIG. 8 has a structure similar to those according
to the embodiments described above. Therefore, according to
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the third embodiment, such a similar structure enables the
same results (advantageous effects) to be achieved as those in
the embodiments described above.

In the third embodiment, however, as an example, as illus-
trated in FIG. 8, a display unit 4B does not comprise the
reinforcing member, and the reinforcing member for support-
ing the face 56 of the display 5 is integrated with the second
member 32. In other words, in the third embodiment, as an
example, the second member 32 comprises a base portion
32A and a reinforcing portion 32B. The base portion 32A as
well as the first member 31 supports the edge portion 443 of
the display unit 4B. The reinforcing portion 32B extends
between the edge portion 3¢ ofthe housing 3 (the base portion
32A) and the edge portion 441 of the display unit 4B, and
supports the face 45 of the display unit 4B integrally, exclud-
ing the edge portion 4d43. The thickness of the reinforcing
portion 32B is smaller (thinner) than that of the base portion
32A. The reinforcing portion 32B and the base portion 32A
are connected via a stepped portion 32C. Furthermore, in the
third embodiment, as an example, the base portion 32A and
the reinforcing portion 32B are adhered to the face 55 of the
display 5 with a double-sided adhesive tape, an adhesive
agent, or the like. Therefore, according to the third embodi-
ment, as an example, the number of parts of the electronic
device 1B can be reduced, compared with when the reinforc-
ing member 2 (see FIG. 4) and the second member 32 are
provided separately.

Fourth Embodiment

An electronic device 1C according to a fourth embodiment
illustrated in FIG. 9 has a structure similar to those according
to the embodiments described above. Therefore, according to
the fourth embodiment, such a similar structure enables the
same results (advantageous effects) to be achieved as those in
the embodiments described above.

In the fourth embodiment, however, as an example, an
opening portion 60 is provided at the center of the first mem-
ber 31 (the first portion 3A of the first member 31) in the
longitudinal direction (in the direction along the edge portion
3¢), as illustrated in FIG. 9. The opening portion 60 is pro-
vided as a cutout that is cut out from the edge portion 3¢ of the
first member 31 in a rectangular shape (in the shape of a
trapezoid). A pressing operating unit 12 (input operating unit)
or the like provided to a portion of the face 4a of the display
unit 4, more specifically, on the edge portion 4d3 of the
display unit 4, for example, is exposed from the opening
portion 60. Therefore, according to the fourth embodiment, as
an example, a user is allowed to operate the input operating
unit of the display unit 4 more easily. In the fourth embodi-
ment, as an example, the opening portion 60 is a rectangular
cutout, but the opening portion 60 may be a circular cutout or
a through hole.

Fifth Embodiment

An electronic device 1D according to a fifth embodiment
illustrated in FIG. 10 has a structure similar to those accord-
ing to the embodiments described above. Therefore, accord-
ing to the fifth embodiment, such a similar structure enables
the same results (advantageous effects) to be achieved as
those in the embodiments described above.

In the fitth embodiment, however, as an example, a double-
sided adhesive tape 40 (an adhesive portion, adhesive layer) is
provided between the second member 32 and the face 46 of
the display unit 4, as illustrated in FIG. 10. The second mem-
ber 32 and the display unit 4 (the face 45 of the display unit 4)
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are adhered (connected, fixed) with the double-sided adhe-
sive tape 40. Furthermore, the elastic member 30A not
adhered to none of the first member 31 and the face 4a of the
display unit 4 is positioned between the first member 31 and
the face 4a of the display unit 4. Furthermore, in the fifth
embodiment, as an example, the lengths of the first member
31 and the second member 32 in the short-side direction (the
direction extending along the edge portion 3d) are different.
Specifically, the second member 32 protrudes (extends) fur-
ther toward the center C of the display unit 4 than the first
member 31.

As described above, in the fifth embodiment, the double-
sided adhesive tape 40 (an adhesive portion) is provided
between the second member 32 and the face 45 of the display
unit 4. Therefore, according to the fifth embodiment, as an
example, the second member 32 and the display unit 4 can be
coupled more firmly. Therefore, as an example, movement of
the display unit 4 in a direction being disengaged from the
housing 3 (in the Y direction in FIG. 5) can be suppressed.

Furthermore, in the fitth embodiment, as an example, one
of'the first member 31 and the second member 32 (in the fifth
embodiment, the second member 32) is adhered (fixed) to the
display unit 4, and the other is not adhered (fixed) to the
display unit 4. Therefore, according to the fifth embodiment,
as an example, the other (in the fifth embodiment, the first
member 31) and the display unit 4 can be separated easily.
Therefore, as an example, the maintenance of the electric
component 10 can be performed easily.

Furthermore, in the fifth embodiment, as an example, the
second member 32 extends further toward the center C of the
display unit 4 (the face 4a and the face 4b) than the first
member 31. Therefore, according to the fifth embodiment, as
an example, the second member 32 can support the display
unit 4 longer in a direction along the edge portion 442. There-
fore, as an example, warpage of the display unit 4 can be
better suppressed.

In the fifth embodiment, as an example, the double-sided
adhesive tape 40 (an adhesive portion) is provided only
between the second member 32 and the face 45, but may be
provided between the first member 31 and the face 4a as well
as between the second member 32 and the face 4. Further-
more, in the fifth embodiment, as an example, the adhesive
portion is configured as the double-sided adhesive tape 40,
but the adhesive portion may be configured solely by an
adhesive agent.

First Modification

An electronic device according to a first modification illus-
trated in FIG. 11 has a structure similar to those according to
the embodiments described above (e.g., the electronic device
1A). Therefore, according to the first modification, such a
similar structure enables the same results (advantageous
effects) to be achieved as those in the embodiments described
above.

In the first modification, however, as an example, the edge
portion 443 of the display unit 4 is provided with a reinforcing
member 70, as illustrated in FIG. 11. The reinforcing member
70 comprises a first portion 71, a second portion 72, and a
third portion 73. The first portion 71, the second portion 72,
and the third portion 73 are provided on the face of the edge
portion 443 of the reinforcing member 2 on the opposite side
(aback face, arear face) of the display unit 4. The first portion
71 extends along the edge portion 4d3. The second portion 72
is connected with the first portion 71 via a bent portion, and
extends along the first portion 53 of the engagement portion
50A. The third portion 73 is connected to the second portion
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72 via a bent portion, and extends along the second portion 54
of the engagement portion 50A. The reinforcing member 70
has an appearance of an approximate C-shape (an approxi-
mate U-shape) formed by the first portion 71, the second
portion 72, and the third portion 73. The reinforcing member
70 may be configured as a plate-like metal member, as an
example. In this manner, in the first modification, the engage-
ment portion 50A is reinforced with the reinforcing member
70. Therefore, according to the first modification, as an
example, the rigidity and the strength of the engagement
portion 50A can be increased. Therefore, as an example,
movement of the display unit 4 in a direction being disen-
gaged from the housing 3 (in the Y direction in FIG. 5) can be
suppressed more.

Second Modification

An electronic device according to a second modification
illustrated in FIG. 12 has a structure similar to those accord-
ing to the embodiments described above (e.g., the electronic
device 1A). Therefore, according to the second modification,
such a similar structure enables the same results (advanta-
geous effects) to be achieved as those in the embodiments
described above.

In the second modification, however, as an example, the
edge portion 4d3 of the display unit 4 is provided with a
reinforcing member 70A, as illustrated in FIG. 12. The rein-
forcing member 70A is positioned outside of the opening
portion 57 of the engagement portion 50B, and is provided as
a ring surrounding the opening portion 57. Furthermore, the
reinforcing member 70A is provided on the face of the
engagement portion 50B positioned on the opposite side of
the display unit 4 (a back face, a rear face, not illustrated). The
reinforcing member 70A may be configured as a plate-like
metal member, as an example. In this manner, according to
the second modification, the reinforcing member 70A rein-
forces the engagement portion 50B. Therefore, according to
the second modification, as an example, the rigidity and the
strength of the engagement portion 50B can be increased.
Therefore, as an example, movement of the display unit 4 in
a direction being disengaged from the housing 3 (in the Y
direction in FIG. 5) can be further suppressed.

Third Modification

An electronic device 1E according to a third modification
illustrated in FIG. 13 has a structure similar to those accord-
ing to the embodiments described above (e.g., electronic
device 1C). Therefore, according to the third modification,
such a similar structure enables the same results (advanta-
geous effects) to be achieved as those in the embodiments
described above.

In the third modification, however, as an example, the edge
portion 3¢ of the housing 3 is provided with a reinforcing
member 70B, as illustrated in FIG. 13. The reinforcing mem-
ber 70B is positioned on the face of the first member 31 (the
edge portion 3¢ of the first member 31) that is on the opposite
side of the face 3a (a back face, a rear face, not illustrated).
The reinforcing member 70B comprises a first portion 76, a
second portion 77, and a third portion 78. The first portion 76,
the second portion 77, and the third portion 78 are connected
to each other, and surrounds the circumference of the opening
portion 60. The reinforcing member 70B has an appearance
of an approximate C-shape (an approximate U-shape). The
reinforcing member 70B may be configured as a plate-like
metal member, as an example. Therefore, according to the
third modification, as an example, the reinforcing member
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70B can reinforce the circumference of the opening portion
60 of the first member 31. Therefore, as an example, move-
ment of the display unit 4 in a direction being disengaged
from the housing 3 (in the Y direction in FIG. 5) can be
suppressed.

Moreover, the various modules of the systems described
herein can be implemented as software applications, hard-
ware and/or software modules, or components on one or more
computers, such as servers. While the various modules are
illustrated separately, they may share some or all of the same
underlying logic or code.

While certain embodiments have been described, these
embodiments have been presented by way of example only,
and are not intended to limit the scope of the inventions.
Indeed, the novel embodiments described herein may be
embodied in a variety of other forms; furthermore, various
omissions, substitutions and changes in the form of the
embodiments described herein may be made without depart-
ing from the spirit of the invention. The accompanying claims
and their equivalents are intended to cover such forms or
modifications as would fall within the scope and spirit of the
inventions.

What is claimed is:

1. An electronic device comprising:

a bendable display device comprising an edge portion, a
first face on which an image is visible, and a second face
opposite the first face;

an electric component;

a first member configured to support the edge portion from
a side of the first face, and to be separated from a center
of the display device toward one side in a direction
perpendicular to a thickness direction of the display
device;

a second member configured to support the edge portion
from a side of the second face, to be coupled with the first
member, and to configure at least a portion of an enclo-
sure containing the electric component together with the
first member; and

at least one of an adhesive portion provided between the
first member and the first face and configured to adhere
the first member with the first face, and an adhesive
portion provided between the second member and the
second face and configured to adhere the second mem-
ber with the second face.

2. The electronic device of claim 1, further comprising:

a circuit board;

a connector portion configured to electrically connect the
circuit board and the display device with each other; and

at least one coupling portion configured to be positioned
between the edge portion and the circuit board, and to
couple the first member and the second member with
each other, wherein

the electric component includes the circuit board and the
connector portion.

3. The electronic device of claim 2, wherein

the connector portion comprises a plurality of connector
portions,

the connector portions are provided with a spacing ther-
ebetween in a direction extending along the edge por-
tion, and

the coupling portion is positioned between two of the con-
nector portions.

4. The electronic device of claim 1, further comprising at
least one of an elastic member provided between the first
member and the first face, and an elastic member provided
between the second member and the second face.
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5. The electronic device of claim 2, further comprising an
engagement portion provided to the display device, and con-
figured to be engaged with at least one of the first member, the
second member, and the coupling portion.

6. The electronic device of claim 1, wherein the first mem-
ber is provided with an opening portion exposing the first
face.

7. The electronic device of claim 1, wherein the second
member is configured to extend further toward the center side
than the first member.

8. The electronic device of claim 1, wherein the second
member is configured to cover the second face and to be fixed
to the second face.
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